
 

Single -Clad Rare -Earth Doped Silica Fibers  
Thulium & Thulium -Holmium - Samarium �±  
Neodimium - Terbium/Ytterbium  

 
 
 

 
Thulium  

Identification  Optical properties  Physical characteristics  

Product 
number  

Description  
Numerical 
aperture  

(eff)  

Cut -off  
wavelength  

Peak 
absorption 

near 790 nm  
Losses  

Core  
diameter  

Cladding  
diameter  

Coating  
diameter  

Screen  
proof  
tested  

Tm 134 Thulium 
Single mode  0.16 ± 0.02 700 - 800 nm �•���������G�%���P  �”�����������G�%���N�P���#�����������Q�P 3.0 ± 0.5 ��m 124.7 ± 1.0 ��m 250.0 ± 15.0 ��m  �•���������N�S�V�L 

 
 
 

Thulium and Thulium -Holmium  

Identification  Optical properties  Physical characteristics  

Product 
number  

Description  
Numerical 
aperture 

(eff)  

Cut -off  
wavelength  

Peak 
absorption  

near 790 nm  

Peak 
absorption  
near 1212 

nm 

Losses  
Core  

diameter  
Cladding  
diameter  

Coating  
diameter  

Screen  
proof  
tested  

TH 550 
Thulium - 
Holmium 

Single mode  

0.14 ± 0.02 1450 - 1550 nm �• 100 dB/m  �•���������G�%���P TBD 11.5 ± 1.0 ��m 

124.7 ± 1.0 ��m 250.0 ± 15.0 ��m �•���������N�S�V�L 
TH 512 0.16 ± 0.02 1650 - 1750 nm �• 170 dB/m  �•���������G�%���P �”�����������G�%���N�P  @ 1200 nm 9.0 ± 1.0 ��m 
TH 530 

0.18 ± 0.02 
1500 - 1600 nm �• 140 dB/m  �•���������G�%���P �”�����������G�%���N�P  @ 1350 nm 6.0 ± 1.0 ��m 

TH 540 1700 - 1800 nm �• 150 dB/m  �• 80 dB/m �”�����������G�%���N�P  @ 1350 nm ���������“�������������P 

 
 
 
 
 


